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Registration Form for Participating Agencies 
ICC-ES® PMG™ Program  

 

Please provide the following information about your testing agency: 

Testing Agency Name:  ______________________________________________________________  

Street Address:  ____________________________________________________________________  

City, State, Postal Code:  _____________________________________________________________  

Country (if other than USA):  __________________________________________________________  

Telephone Number:  ________________________________________________________________  

Fax:  _____________________________________________________________________________  

Web Address:  _____________________________________________________________________  

Email Address:  ____________________________________________________________________  

Name and Title of Contact Person:  _____________________________________________________  

Phone Number for Contact Person:  ____________________________________________________  

Email Address for Contact Person:  _____________________________________________________  

Please provide your agency’s IAS TL #:  _________________________________________________  

Please indicate your laboratory’s testing capabilities as they relate to plumbing, 
mechanical and fuel-gas products. Specifically, please provide a list of testing 
standards for which your laboratory has been accredited by the International 
Accreditation Service. Use additional sheets as necessary. Once completed, please 
submit the registration form by e-mail, fax, or regular mail to: 

Juan Zaragoza 
Client Services Manager 
ICC Evaluation Service, Inc. 
5360 Workman Mill Road 
Whittier, California 90601 

Phone:  562-699-0543, ext. 3447 

Fax:  562-695-4694 

Email:  jzaragoza@icc-es.org  



Example-List of Testing Standards 
 
 
VALVES/FAUCETS: 
ASME A112.18.1-2005/CSA B125.1-08, ASME A112.18.6-08, ASSE 1016-2005, ASSE 1017- 
2003, ASSE 1025-1978 (CSA,CAN/CSA-B64.6-01), ASSE 1062-2006, ASSE 1066-1997, ASSE 
1069-2005, ASSE 1070-2004, ASSE 1071-2008, IAPMO IGC 128-2008, IAPMO IGC 157-2007, 
IAPMO IGC 168-2001 
 
VITREOUS CHINA FIXTURES: 
ASME A112.19.2-2008/CSA B45.1-08 
 
WATER CLOSET: 
ASME A112.19.2-2008/CSA B45.1-08, ASME A112.19.14-2006, LADWP SPS, WaterSense HET 
 
APPLIANCES: 
IAPMO PS 88-2002 
 
BACKFLOW PREVENTERS: 
ASME A112.18.3-2008/CSA B45.4-08, ASSE 1013-2005 (CSA,CAN/CSA-B64.4-2001), ASSE 
1012-2002, 1015-2005, 1022-2003, 1024-2004, 1032-2004, 1047-2005, 1048-2005, 1052- 
2004(CSA, CAN/CSA-B64.2.1-01, B64.2.2-01, B64.1.2-01), ASSE 1055-1997, ASSE 1079- 
2005, IAPMO PS 45, IAPMO IGC 163-2001 
 
BALLCOCKS\FLUSHOMETERS: 
ASSE 1002-2008, ASSE 1037-1990, ASME A112.19.5-2005, CSA B64.3-2001 
 
METAL FIXTURES: 
ASME A112.19.3-2008 (CSA, B45.4-08), ASSE 1014-2005, IAPMO PS 67-1993 
 
METAL PIPE/FITTINGS: 
ASME A112.1.2-2004, ASME A112.3.1-1993, ASME A112.6.3-2001,ASME A112.18.2-2005/CSA 
B125.2-08), ASME A112.18.6-08, ASME A112.36.2-08, ASME B 16.23-2002(CSA, B158.1- 
1976), ASME B 16.29-2001, ASSE 1018-2001, ASTM C 564-2003a, CISPI 301-2005, IAPMO PS 
72-2007, IAPMO IGC 128-2008, ASTM C1277-2008 
 
MFG'D HOUSING/RV COMPONENTS: 
TS 8-2006 
 
NON-METALIC PIPE/FITTINGS: 
IAPMO PS 69-2006, IAPMO PS 102-2004a 
 
PLASTIC FIXTURES: 
ANSI Z124.1.2-2005 (CSA, B45.5-01),ANSI Z124.3-2005 (CSA, B45.5-01), ANSI Z124.5-2006 
(CSA, B45.5-01), ANSI Z124.6-2007 (CSA, B45.5-01), ANSI 124.7-1997 (CSA, B45.5-01), IAPMO IGC 172- 
2008 
 
PLASTIC PIPE/FITTINGS: 
ASTM D2665-08b (except Sections 5, 6.3 and 6.5), ASTM D3311-2008, ASTM F409-02 (except 
Section 5),IAPMO SPS -2000 
 
VACUUM BREAKERS: 
ASME A112.18.3-2008, ASSE 1001-2008(CSA, CAN/CSA-B64.0-01;B64.1.1-01), ASSE 1003- 
2001(CSA, B356-01), ASSE 1011-2004(CSA, CAN/CSA-B64.2.1-01, B64.2.2-01, B64.1.2-01), ASSE 1019- 
2004, ASSE 1020-2004 (CSA, B45.2-01), ASSE 

Dual Flush Dives: 
IAPMO PS 50-2008 and CSA B125.3-2005 
 
Dual Flush Dives: 
LADWP/SPS‐2005, ASME A112.19.10, IAPMO PS 50‐2008, ASME A112.19.5, ASME A112.19.2                
CSA B125.3‐2005  


